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INTRODUCTION AND SUMMARY 

A 16-month applied research program is being conducted with the overall 
objectives of evaluating and demonstrating the feasibility of a cryogenic 
reaction control system (RCS) and exploring possible problem areas of 
such a system. This is to be accomplished by means of detailed analyses 
and design evaluations for new component and system concepts, along with 
a supporting experimental program. 
system for manned spacecraft as well as unmanned upperstage applications 
is to be considered as a basis for the preliminary design portion of the 

program. 

The possible ultimate use of the 

The RGS is divided into two subsystems. One subsystem is to condition 
the propellants to a given thermodynamic state regardless of the inlet 
state; the other subsystem consists of the thrustors. 
sists of six integrated tasks (an initial concept design-analytical 
effort; a design, fabrication, and test plan formulation effort; and an 
experimental-analytical effort for each subsystem) as follows: 

The program con- 

I. 

11. 

Thrustor Analysis and Conceptual Design 

Conditioner Analysis and Conceptual Design 

111. Thrustor Design and Fabrication 

IV. Conditioner Design and Fabrication 

V. Thrustor Evaluation Tests 

VI. Conditioner Evaluation Tests 

This third quarterly report covers the period from 1 April 1966 through 
1 July 1966. 

The first two tasks have been completed. 
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The first portion of Task I11 was completed with the fabrication of the 
hardware required for the initial Task V experimental effort. 
was initiated and several experimental runs accomplished. "he Task VI 
effort was in support of the formulation of a test plan and definition 
of hardware designs. 

Task V 

Briefly summarizing, the 10-psi system has been selected for investiga- 
tion. 
of 2 .5  corresponding to a near maximum frozen-flow specific impulse, 
either an in-line catalytic bed with downstream injection or  an admix 
in-line catalyst bed, and either a radiation heat sink or regenerative 
chamber nozzle configuration. 

The design parameters selected include an operating mixture ratio 

The "hot-tube" heat exchanger system with H2-02 combustion product feedback 
was chosen for the conditioner subsystem with the conditioner subsystem 
pneumatically decoupled from the thrustors. The basic functions of  the 
conditioner subsystem are to (1) increase the propellant enthalpy (or 

temperature) above a critical value associated with freezing of the oxygen 
in the catalyst bed, and (2)  provide a sufficiently reproducible propellant 
thermodynamic state for positive flow control. 
program has been to utilize the combustion energy of the feedback 02-H2 

stream to provide the requisite energy. 

The approach taken in this 

"he thruator effort was directed in two primary directions: 
model of the thrustor was developed, incorporated in a computer program and 
operating characteristics determined, and (2)  the experimental thrustor studies 
were initiated. 
the pneumatic and thermal transient responses expected in the experimental 
hardware and in a flight-type design. 
evaluation of the transient mixture ratio variations during start-up and 
shutdown. Additionally, typical pulse mode operation was examined on an 
initial basis. Finally, the effects of accumulator temperature and pressure 
perturbations on thrust and catalyst bed temperature were evaluated. 

(1) an analytical 

The thrustor simulation computer program was used to evaluate 

Accompanying this effort was an 

The 
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sensitivity of the operating characteristics to the temperature and 

pressure perturbationa was examined for varioua injector pressure drops, 

catalyst bed preesure drops, and feed pressure levels. The reeulte show 
a f20 R temperature band and a kO.5 psia pressure band as a probable 

operating limit. 

The conditioner effort was concentrated on the analysis and design of 

the subsystem and the components. 

were included (consideration of control system alternatives and descrip- 

tion of the physics of the system for inclusion in a system simulatiod. 
Consideration of the control system alternatives was based on the pressure 
deadband requirement determined in the thrustor effort. 

equalizing devices, such as bellows, and pressure regulating devices, such 

as regulators and follower valvee, were considered. The remaining alter- 
native is enlarging the accumulatore to provide increased surge capacity. 

Detailed heat and material balances on the proposed experimental system 
were accomplished. 

components. 

b o  aspects of the subsystem analysis 

Both pressure 

These are to serve as the design bases for the individual 
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TBRUSTOR 

During the last quarter, emphasis on the thrustor effort was directed 
toward commencement of the experimental program, completing the thrustor 
modeling, and analytical studies utilizing the computer model. 

Three experiments were performed during this quarter. 
of these experiments was to determine the adequacy of the initial injector 
design in terms of mixing and to determine the necessity for utilizing a 
diffusion bed. 
(f ue 1-on- oxidizer) injector. 

The primary goal 

A l l  three experiments were run with a six-element, 4-on-1 

The first experiment was of approximately 16 seconds duration and resulted 
in damage to the catalyst bed and attendant screens. 
was determined to be excessive (> 1.5) and in addition, there was evidence 
of flashback indicating a lack of homogeneity in mixing. 
mined by visual inspection of the hardware in the posttest condition, noting 
the similarity of  burned areas in the bed,  and the position of the injector 

elements. 

The mixture ratio 

This was deter- 

In addition, a high temperature was measured in the mixing section. 

Steps taken to correct the situation were: 
bed made up of copper shot immediately upstream of the catalyst bed, and 
( 2 )  the addition of a diffusion plate in the hydrogen manifold immediately 
upstream of the injector to circumvent a hydrogen ramming-starvation effect 
acrosa the injector manifold, thereby retarding mixing. 
physically 3.0 inches in diameter and 0.5 inch in length. 

(1) the inclusion of a diffuaion 

The copper bed is 

The second experiment was run with the same injector and the above mentioned 
additions for a duration of approximately 14 seconds. 
indicated within the catalyst bed that the mixture ratio was high (- 1.5), 

The temperatures 
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but to a lesser degree than before. 
in place, showed no signs of poor mixing or unsymmetrical hot areas. 
thermocouples also indicated continuity, (they did not after the first 

run) 

Visual examination of the hardware 

"he 

and therefore the hardware was adjudged to be fit for a second run. 

The third experiment was initiated after the oxidizer mass flowrate wae 
set at a lower value. The temperature during this experiment also indicated 
that the run mixture ratio was slightly higher than the desired value of 1.0. 
However, the temperature obtained was significantly lower than on the 
previous run, 
mined that no hardware damage had occurred. 

I 

~ 

I 

I 

The hardware was again visually inspected and it wae deter- 

The data obtained during these runs are being reduced. The resulte of the 
tests will also be compared with those predicted from the computer program 
model. Recommendations based on the data, if any, regarding the thrustor 
configuration will be incorporated prior to the next experiment. Adjuet- 
menta in the facility flow syeteme to correct the mixture ratio problem 
are being made prior to the next experimental effort. 

SIMULATED THRUSTOR MODEL STUDIES 

The mathematical modeling for the thrustor has been discussed elsewhere 
(Ref. 1). 
t o  prepare a thrustor computer program (Table 19 aimed specifically at 
gaining a basic insight into: 
(2) problems such as start-up and shutdown transient mixture ratio varia- 
t i o n s ,  (3) pulse-mode analysis, and (4) definition of accumulator operating 
limits. 

Once the computer model became operational, the first step wan 

(1) thrustor pneumatic and thermal resporme , 

First it is worthwhile to more explicitly state some of the initial per- 
tinent assumptione and indicate further improvements to the model. The 

*Tables and figures follow the text, 
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chief initial assumption was that complete combustion occurs at the 
entrance to the bed, so that the bed, which has been divided into five 
equal segments, acts as a passive mass which absorbs heat. As the gas 
passes through each segment it is assumed to come into thermal equilibrium 

with the mass. 
which approximates experimental results provided the bed length is much 
longer than the minimum required to bring the gas to the auto-ignition 
temperature. 
(Ref. 
diameter. 

Thus, a temperature gradient is imposed across the bed 

"he minimum length is estimated from previous work 
2, page 86) to be very small, approximately 0.02 inch for a 3-inch 

In actuality, the temperature rise across an optimum length approaches a 
linear rise to the final combustion temperature. Any additional catalyst 
mass past this optimum quantity then acts as a passive mass as previously 
discussed. 
the present model, the thermal and pneumatic responses given by the com- 
puter model are conservative, i.e., too slow. A better mathematical model 
was later developed which relaxed the assumption of complete combustion 
at the upstream face and forced a specified temperature rise across a given 
length. An example output of this model is given later in the definition 
of accumulator operating limits. 

Since all the catalyst bed is assumed completely passive in 

Another initial approximation was the method by which catalyst bed pressure 
drop is calculated. The program treats the bed as if it were an orifice 
sized for a specified steady state pressure drop. 

the steady-state pressure drop can be read from the 10-psia curve of Fig. 27, 

page 145, Ref. 3 ,  which is traceable to an experimental data point. 

A good approximation to 

An alternative to this method of treating the pressure drop across the 
catalyst bed is to use the Ergun Equation (Ref. 3). 
been found that this equation is extremely sensitive to the F, void 
fraction; thus it is concluded that the present approach is better than a 
more theoretical approach. 

Unfortunately, it has 

Appendix A shows that the Ergun Equation can 
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be reduced to an orifice-type equation if one neglects the laminar 

friction term which is generally less than 25 percent of the total 

pressure drop. 

The analysis presented in Appendix A shows the catalyst bed to act as 
a series of orifices, the number of which is given by L/D 
further shown that the average density of the gas in the bed, as deter- 
mined from the temperature and pressure profiles within the bed, must 
be used. 
As more experimental data become available, better methods to correlate 
pressure drop can be found and included in the thrustor model. 

It is P* 

This improvement was incorporated into the computer model. 

Thrustor Pneumatic and Thermal Response 

Typical steady-state start-up pneumatic and thermal responses for a 0.525- 
inch catalyst bed are presented in Fig. 1, 2, and 3. Figure 1 shows the 
response of chamber pressure, mixer section pressure, inlet pressures, 
thrust, and inlet valve orifice area as a function of time. 

Figure 2 depicts the inlet temperatures to the catalyst bed, To, and the 
temperatures of the five segments of the bed. 
ponds to a given length increment. 
sents a bed of about two pellets, the second, four pellets thick, etc. 
For the case of full flow, the last segment also represents the combustion 
chamber temperature. Instantaneous flowrates and chamber mixture ratio as 

functions of time are shown in Fig. 3. 

Each bed segment corres- 
For example, the first curve repre- 

To understand how the thrustor performs all three charts must be integrated 
simultaneously rather than individually. Looking first at the lefthand 
side of the charts, it can be seen that it takes approximately 75 milli- 
seconds for the temperature of the last node to start to rise. 
time period, the instantaneous chamber pressure, thrust, specific impulse, 
and flowrates reach steady-state values indicative of cold flow. 

During this 



I '  

~ 

example shown is for the geometry (volume ratio of 1.25) of the present 
experimental thrustor. 
rapidly on start-up and shutdown than the oxygen chamber, thus causing the 
MRto be fuel-rich on start-up and oxidizer-rich on shutdown. 

The hydrogen chamber fills and empties much more 

Then as the temperature of the last node of the catalyst bed increases, 
chamber pressure, thrust, and specific impulse exponentially approach 
their steady-state values. 

at low temperature, or high density, than at operating temperature, the 
flowrates decrease to their steady-state values. 

Since the throat will allow a higher flowrate 

The same set of curves were prepared f o r  downstream injection ( D S I )  of 

oxygen at 1500 R. At this point there is a distinct discontinuity in all 
c m e s  to their steady-state values except the catalyst bed temperatures, 
because instantaneous combustion of 0 was assumed. 2 

To gain some insight into the differences of full flow and D S I  of 02, the 
computer results were compared. 
ature response. 
flow than for D S I ,  the full-flow bed reaches the auto-ignition quicker than 
the D S I  bed. 
mately 750 milliseconds. An example of D S I  with the latest computer model 
is given in the worst case section. 

Of particular interest is the bed temper- 
Since the temperature driving force is higher for full 

However, the overall thermal response is identical, approxi- 

Transient Mixture Ratio Variations 

Figures 4 through 6 illustrate the fuel-rich mixture ratio (MR) variation 
which occurs on start-up. Although not shown, the reverse is true on shutdown. 
The cause of this undesirable variation is the difference in the rate of  

filling of the 0 and H pre-injector volumes must be the same as the ratio 2 2 
N O  2 = 6.4 .  The v% - 1 of the molar flowrate of propellants vo2 - NH2 
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Two solutions to this problem were investigated. 
sequencing. 
that the mixture ratio would still go oxidizerrich on shutdown. 
further concluded that valve sequencing would not be satisfactory for 
pulse-mode operation. 

One involved valve 
Even with a 100-millisecond O2 closure lead, it was concluded 

It was 

The only feasible solution to this problem is to readjust pre-injector 
volumes to make them equal the molal flowrates. 
made before the thruetor can be safely operated in the pulse-mode fashion. 

"his correction must be 

Another undesirable feature of the pre-injector volume is that the residual 
propellants must pass through the thrustor after shutdown, consequently 
putting a "tail" on the performance curves. 
of incentive to keep the pre-injector volumee emall and in the correct 
volume ratios. 

Thus, there is a great deal 

Pulse-Mode Analvsis 

Studies of  the pulse-mode operation have been made, and it has been concluded 
that the present experimental thrustor will operate satisfactorily in the 
pulse-mode fashion provided the restrictions in the preceding paragraphs are 
met. 
section o f  this report. 

An example of a typical pulse is given in the worst case definition 

A matrix of experimental runs was carefully planned EO that the computer 
model could be used for interpolation and extrapolation. 
could be done it was necessary to define rather explicitly and experimen- 
tally measure such computer input data as volumes, areas, catalyst bed 
properties such as node temperatures, catalyst weight, and pressure drop. 
Then a quantitative compariaon of computer calculated thermal, pneumatic, 
and flowrate responses can be made with the reepective experimental responses. 
Acceptable compariaon limits are currently being defined. 
quantitative checkout, the finel thrustor performance interpolation and 
extrapolation can commence. 

Before this 

After succeseful 



I -  

Effect of Feed Perturbations on 

Thrustor Performance 

The thrustor performance variation (Ai(') and the fluctuation in catalyst 
bed temperature are a function of changes in propellant inlet pressure 
and temperature from nominal design. 
condition are governed by pressure and temperature design tolerances of 

the conditioning system. 

Variations in the propellant inlet 

Nominal design operation of the conditioner system calls for on-off oper- 
ation depending on accumulator pressure; on at 16.0 psia, off at 17.5 psia. 
For steady-state, thrustor demand with approximate accumulator volume of 
1200 cu in. for H2 and 250 cu in. for O2 the conditioner system must operate 
with frequencies of about 10 to 15 cps or fire about every 50 to 100 
milliseconds. 

It is desirable to know what effect this perturbation will have on thrustor 
performance. 
highest O2 density couples with the lowest H2 density or vice versa. 
specifically, the worst case is defined as one thrustor inlet set at 17.5 
p i a  (the accumulator relief pressure), and the other inlet set at the 
given minimum pressure. 
such that the lower temperature was always matched with the higher pressure. 
For example, if the minimum pressure is 15 psia at the oxygen inlet, and 
the temperature band is f20 R ,  the inlet conditions would be 15 psia and 
220 R at the oxidizer inlet and 17.5 psia and 180 R at the hydrogen inlet. 

Worst case conditions for this oscillation results when the 
More 

At this condition the inlet temperatures were set 

These steady-state pressure and temperature perturbations were fed into 
the thrustor computer model and the changes in catalyst bed temperature 
and thrust were noted. 

The change in catalyst bed temperature from nominal design for DSI at 2000 R 
vs variation is plotted in Fig. 7. 
20 psia) with catalyst bed pressure drop (A Peat) , the second inlet pressure 

The inlet pressure from nominal (17 or 
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the temperature deadband ( S O  R), and the nominal design pressure are 
parameters. 
have been set at: 

For example, for the upper middle two curves the parameters 

1. APcat = 2.0 

2. 

3. 

4. 

O2 inlet pressure = 17.5 psia for solid and 20.5 for dashed lines 

O2 inlet temperature = 180 R 

H2 inlet temperature = 220 R. 

As the H inlet pressure is reduced from nominal 
causing the mixture ratio and consequently the bed temperature to increase. 
The extreme lefthand point considered the worst oxidizer-rich case since 
the highest O2 pressure and lowest O2 temperature are coupled with the 
lowest % pressure and highest 3 temperature, thus giving the highest 
MR change. 

the 3 flow decreases 2 

For the bottom set of curves the temperature deadband has been reversed 
and the H inlet pressure has been set at 17.5 psia while the 0 pressure 2 2 
hae been varied, thus illustrating the fuel-rich case. 

It can be concluded from Fig. 7 that catalyst bed pressure drop has the 
most pronounced effect on catalyst bed combustion temperature. As the 
nominal design pressure drop across the catalyst bed is increased, the 
allowable nominal pressure drop across the injector face decreases. For 
example, when the APcat is 4.0, the nominal pressure drop across the 
injector face is 3.0 psi. 
to 15.0 psia the hydrogen AP across the injector face is decreased to 
about 1 psi or by a factor of 3. 
is to choke off the flow of the lowest pressure propellant and thus cause 
large variations in the catalyst bed combustion temperature. 

When the hydrogen inlet pressure is decreased 

Thus, the net effect of a large bPcat 

The net effect of increasing the nominal pressure to 20 psia is to damp 
out the ahift in combuation temperature with bPcat* 



4000 R) as a function of 
been fully investigated. 
Fig. 8 for the DSI case 
for a given perturbation 

2 inlet 

H2 inlet 
P M R =  

shows that a given inlet 
ratio. Thus, the larger 
in catalyst bed temperature. 

Calculations (Appendix B) were made for the case of APcat = 0 for a 
nominal pressure of 17.0. The computer curves seem to approach this 
limit as APcat is lowered, thus the results are deemed in agreement. 

The effect of temperature deadband of +20 R can be isolated from inlet 
pressure variations by noting the righthand point where propellant pres- 
sures are equal. 
temperatures are less important than shifts in propellant inlet pressure. 

It can be concluded that shifts in propellant inlet 

Figure 8 shows how the thrust varies as a function of the same inlet 
perturbation and parameters as used in the previous example. 

When the catalyst bed temperature decreases 500 R from nominal (arbitrarily 
selected) the O2 bypass valve will close. 
continuity in the lower fuel-rich thrust curves of Fig. 8. 

This, in turn, causes a dis- 

The thrust variation curves for the oxidizer-rich case (upper curves) appear 
to be relatively insensitive to hydrogen inlet pressure. 
displaced a horizontal distance of about 0.05 which indicated that the 
temperature deadband of -120 R is the controlling factor. 
true for the lower curves. 

These curves are 

The reverse is 

Changes in catalyst bed temperature for full flow (nominal bed temperature 
inlet propellant perturbations (Fig. 9 ) have not 
But, the results are similar to those shown in 
with the exception that the swings in temperature 
are larger for full flow. Equation 4 in Appendix B 

(MR nominal) T inlet O2 

perturbation is multiplied by the original mixture 
the nominal mixture ratio, the larger the swings 



It is also shown in Appendix B that the thrust variation should be the 
same for DSI and full flow for the special case of APcat = 0. 
results from the fact that the change in mixture ratio in the combustion 
chamber for both cases is identical. 

This 

In actuality, the accumulator pressure cycles within a deadband with a 
frequency near that of the pulse frequency. This dynamic perturbation 
is discussed in the following section for comparison with the aforementioned 
conclusions. 

Worst Case Definition. It was noted that the previous definition of the 
worst case situation assumed the highest O2 pressure (17.5 psia) and the 
lowest O2 temperature (180 R) are coupled with the lowest % pressure 
(15.0 psia) and the highest 3 temperature (270 R ) .  

restrictive, since the accumulator pressure cycles within a deadband with 
a frequency near that of the pulse frequency and is not constant as 
previously assumed. 
the most recent version of the-computer thrustor model which has a sinusoidal 
accumulator pressure generator (PO + 2 " sin 2 n ft) and provisions for 
inserting any desired temperature gradient (or gradient in fraction of 
reacted propellant) across the bed. 
in Fig. 1 through 3 was the same as for the previous worst oxidizer-rich 
case so that a direct comparison could be made with the original results 
to check the original definition. 

This may be unduly 

A dynamic accumulator perturbation was studied using 

"he particular input data as noted 

Figures 4 through 6 show the pneumatic, thermal, and weight flowrates for 
a typical experimental thrustor being pulsed for 150 milliseconds near 
operating temperature. The inlet pressure frequencies are typical for 
accumulator designs presently being considered. 



Simultaneous inspection of the three plots reveals that: 

1. The pressure in the mixing zone and, less strongly, chamber 
pressure and thrust follow the cyclic H2 pressure. 
on chamber pressure and thrust results from the fact that the 
molal (or volumetric) flowrate ratio of hydrogen to oxygen at 
design conditions is 6.4 .  Thus, a 10- to 20-percent variation 
in O2 flowrate has an insignificant effect on total molal flow. 

When the propellant pressures are 180 degrees out-of-phase with 
pH2 being a maximum, the Po2 injector will be at a minimum of 

about 0.2 psia. Consequently, the O2 flowrate cycles through 
a wide amplitude as shown in Fig. 6 . The instantaneous 
combustion temperature (To) in Fig. 
wide extremes. 

The effect 

2. 

5 also cycles through 

3. The maximum increase in catalyst bed node temperatures are 
approximately 400 R or about one-third of the increase in 
combustion temperature. 

node is dependent upon the assumed nominal temperature, e.g., 
fraction reaction and the mass represented by the node. It 
appears that the gradient of propellant reacted through the bed 
is beneficial in damping out temperature swings or  spreading 
out the increase in combustion enthalpy release. 

The increase in temperature of each 

4.  The frequency of the throat flowrate corresponds to the fre- 
quency of the O2 weight flowrate because there is nominally 
2.5 times more O2 flowing than H2 by weight. 

When these results are compared to the original results of Fig. 2, Ref. 4 ,  

it can be concluded that the swings in catalyst bed temperature are 
significantly less than previously expected. 
attributed to the change in the mathematical model which better describes 
the real case. Perturbation experiments should be considered in the 
thrustor task to definitely establish permissible accumulator operating 
1 imi t s . 

This difference can be 



Provided the definitions of worst case conditions are accepted, it can be 

concluded that the swings in catalyst bed temperature are too high, and 

therefore, some type of pressure and/or temperature equalizing devices 

must be installed on the accumulators. 
considered and discarded in favor of a lighter more reliable pressure relief 

valve. However, because of the new results, pressure regulators were con- 
sidered as a method of eliminating catalyst bed temperature fluctuations. 

The feasibility of bellows pressure equalizing device on the accumulators 
was also inveetigated. These results are presented in the Conditioner 

Design Section. 

Pressure regulators were originally 
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CONDITIONER 

The prime emphasis of the conditioner effort (Tasks rV and VI) has been 
on detailed analysis of the individual conditioner components, design of 
the components, system analyses and modeling, and consideration of control 
system alternatives. 

OVERALL CONDITIONER, HEAT AND MATERIAL 

BALANCES AND SIZING CRITERIA 

The conditioner system can be considered as a black box which must convert 
propellants from their inlet thermodynamic condition to a superheated 

gaseous state at 200 +20 R and 17 k0.5 psia. It is readily seen that the 
maximum heat load occurs when saturated liquid must be vaporized and thus 
the conditioning componente selected in Task 11, Gas Generators and Hot- 
Tube Heat Exchangers, must be sized for this case. 
balances have been made for the case of sateated liquid vaporization with 
the gas generators operating at 2500 R ,  and are presented in Tables 2 
through 4. 
lants to illustrate the reduction of heat loads and flows. 

Overall heat and material 

Balances are also shown for the case of saturated vapor propel- 

The efficiency with which the black box operates, as measured by the percent 

of  total flow diverted to the gas generators, is an important variable, since 
the system impulse is determined by the thrustor plus gas generator flows. 
The flow to the gas generators c a n  be reduced by increasing the mixture ratio 
as shown in Table 2 ,  but unfortunately, f o r  a single-stage combustor, the 
system reliability decreases rapidly because of the possibility of catalyst 
bed burnout and metal failure. 
mixture ratio of 1 has been selected for experimental investigation. 
method of increasing the mixture ratio to 2.5 is currently being investigated 
in the experimental thrustor program, Task V. 
strate the feasibility of high mixture ratio operation of the gaa generators. 

Because of  this factor, a gas generator 
A 

This information will demon- 
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An alternative method of raising the efficiency ia the staged reaction 
concept. 

catalyst beds with additional oxygen injected just upstream of each bed. 

The requisite amount of heat transfer ie allowed between each stage, 
advantages of this system include low local temperatures which accompanies 

the increaeed efficiency. 

In this concept, the reaction is carried out in a seriee of 

The 

The minimum instrumentation required for a material balance .. around the 

system is: 
of the total flow of each propellant to the gas generators. 

efficiency is then given by 

(1) measurement of each thrustor flowrate, and (2) measurement 
The conditioner 

+ w  (wO H2 ) loo 2 T  
+ G -\ (1) 

2 T/ H \\ + 1; 
H 2 gg i ( '2 T 

+ w  Cond ( q  ) = . 
cWo2 gg 

+ w  (wO H2 ) loo 2 T  
+ G -\ (1) 

2 T/ H \\ + 1; 
H 2 gg i ( '2 T 

+ w  Cond ( q  ) = . 
cWo2 gg 

The best location for flow measurement in the experimental program appears 
to be downstream of the accumulator where the quality, pressure, and tem- 
perature are being controlled. 

DESIGN OF THE INDIVIDUAL C0MI'O"TS 

Gas Generators 

From the maximum heat load requirements of the conditioning system, as 
presented in Table 2, the maximum flowrates to the individual gas generators 
can be calculated as shown in Tables 3 and 4. The actual sizing of the gas 
generatore depends upon optimization with respect to the following factors 
(Ref. 3): 

1. 

2. 

3. 

Mixing volume velocities sufficiently high to prevent flashback 

Catalyst bed length sufficiently long f o r  ignition 

Catalyst bed pressure drop low coneiatent with total pressure 

head 

18 
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Past experience (Ref. 5 )  has also shown the 4-on-1 injector to be superior 
for mixing. 
were designed. 

Using these criteria the two gas generators (Fig. 10 and 11) 
The pertinent parameters are given in Table 5 .  

The pre-injector volume ratio has been set at the ratio of the filling rates, 
(16.0). to eliminate the possibility of transient mixture ratio variations. 
In reality, it should not be difficult to satisfy this volume ratio restric- 
tion since the injectors shown in Fig. 10 and 11 minimize the O2 volume and 
maximized the H2 volume. 

Information feedback from the thrustor studies will be used to optimize the 
internal gas generator design, although it is recognized that optimum per- 
formance here is not as important as reliability. 

The throat areas presented in Table 5 are sized f o r  sonic flow. It is 
thought to be highly desirable to have a sonic orifice between the gas 
generator and the heat exchanger coil to minimize the effect of  downstream 
perturbations on gas generator behavior. 

Since the purpose of the gas generator is to deliver a fixed amount o f  hot 
gas at a specified temperature and pressure to the heat exchanger, the 
minimum amount of instrumentation is inlet flow measurements, a s  discussed 
previously, and coil inlet temperature and pressure measurements. 

Heat Exchanger 

In Task I1 four conditioner designs were evaluated. 
parison (Table 12, Ref. 3)  it was determined that the hot-tube heat ex- 
changer concept appeared to be the most promising and thus it was selected 
for a detail design, Task IV, and experimental evaluation, Task VI. 

From a concept com- 
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Detailed O2 and 3 heat exchanger and gas generator designs were propoeed 
in Ref. 1, Fig. 4 through 7. 
Ref. 3, pages 9 to 12 and Appendix A. 
can be traced through the quarterly report8 to the proposed designs which 

features : 

The aizing technique has been detailed in 

The heat exchanger design evaluations 

1. Low propellant pressure drop 

2. High thermal response 

3. Minimization of heat leak by surrounding the hot tube with the 

coolant 

4. Simplicity of construction 

Thus, the basic designs as proposed in Ref. 3 have been preserved. 

In the interest of reliability it was decided to reduce the gas generator 
operating temperature from 2500 R to 2000 R. 
reeize the heat exchanger using the original methods (Ref. 1) to take into 
account the decrease in driving temperature and the increase in hot-gas 
flowrate. These results are presented in Tables 3 and 4 along with the 
original results. 

Thus, it was necessary to 

"he basic equation used to size the typical heat exchanger shown in Fig. 4, 
Ref. 1 ie the familiar equation 

I 

q = U A ATlm 

where 

1 + -  1 1  
U -  h 
- -  - 

hl 
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Beat transfer coefficients are given in Table 6 .  
ture profiles through the heat exchanger are presented in Fig. 12. 

tube wall temperature was calculated from 

Steady-state tempera- 
The 

Figure 12 shows that there is considerable difference between the O2 hnd 

H2 heat exchangers. First, the H2 tube wall tempetature is considerably 
lower than for O2 because of the much higher heat transfer coefficient 
for H2. 

vaporization of 0 

exchanger. 
heat exchanger if flow instability becomes a problem. 

Secondly, over 90 percent of the O2 HX area is required for the 
whereas only 30 percent is required for the H2 heat 

This information should prove helpful in instrumenting the 
2’  

Liquid, gas, and tube wall temperatures will be measured at the same loca- 
tion so that Eq. 4 can be applied to determine the ratio of heat transfer 
coef f ic ienta. 

It is possible to make exacting calormetric measurements around the heat 
exchanger only with a great deal of effort. For example, the flows must 
be carefully measured, the heat leak accurately calibrated, the inlet 
quality of the propellant controlled, and the thermodynamic properties 
of both propellant and hot gas accurately known. 

time it is considered feasible to measure only the temperature profiles 
through the heat exchanger and to thus make pseudo-calormetric measurements. 

Therefore, at this 

Accumulators 

An accumulator is used to decouple the conditioner system from the thrustor. 
To accomplish this the accumulator must be sized to damp out (1) pressure 
perturbations caused by the main propellant valve delay (the electrical and 
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mechanical valve delays), and (2) pressure and temperature perturbations 
produced by the heat exchanger. 
moat predictable through a material balance: 

Of these perturbations, the former is the 

1 

input - output = accumulation 

- -  v dPacc 
TR de 

- O - W T  - 

where 

Integration gives: 

A plot of accumulator pressure vs valve time delay with accumulator volume 
as a parameter is given in Fig. 13. 
in Ref. 6 showed that it is desirable to hold the accumulator pressures to 
within about +O.5 psi of each other. If this AP is used with a main propel- 
lant valve delay of 0.050 seconds, accumulator volumes of  2720 sq in. and 
424 sq in. for H2 and 02, respectively, can be calculated. 

Worst case accumulator limits presented 

At the present time little is known about boiling instability which could 
conceivably cause large pressure and temperature perturbations in the inlet , 
stream to the accumulator. 
state inlet tempetature perturbations can be obtained by considering a heat 
balance around the accumulator. 

An estimate of the thermal response to steady- 

or 
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The time for the accumulator tempetature to reach 200 R for Tin of 100 
and 500 R can be computed to be 41 and 94 milliseconds, respectively, 
for the volumes sized in the previous paragraphs. 
importance of selecting the correct hot-tube temperature set point. 

This illustrates the 

A cursory heat transfer analysis of the temperature equalizing advantage 
of placing the O2 accumulator inside the H 
concentric cylindrical containers 2 feet in length. 
conditions there is a negligible equalizing effect for a 40 Rtemperature 
difference. A convective analysis for static no-flow conditions indicates 
that the response is somewhat better although still small. 
cluded that if a temperature equalizing device is necessary one should 
design a low-pressure drop combination accumulator-heat exchanger similar 
to the design proposed in Fig. 4 (Ref. 1). 

accumulator was made assuming 2 
Under steady-state 

It was con- 

It is proposed to make both accumulators about 2 feet long with diameters 
of 17 and 5 inches f o r  H2 and 02, respectively. 
the system weight and volume is represented by the accumulators, an important 
part of the experiment will be to minimize the accumulator size. 

Since a good portion of 

Minimum instrumentation required for the accumulators is temperature and 
pressure measurements at the inlet and outlet. 

SYSTEM ANAUSIS 

Conditioner system computer modeling, built around Fig. 14 was briefly dis- 
cussed elsewhere (Ref. 1). Reference should be made to this material for a 
discussion of the basic equations and techniques employed. The purpose here 
is to discws the actual input data and to present the analysis of the initial 
system dynamics. 
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An example of typical computer input data is given in Table 7 for the 
special case of saturated 0 
Important input data from Table 7 

vapor propellant feed t o  the O2 conditioner. 2 
are: 

1. 

2.  

3. 

4. 

5. 

Control points and deadbands 

a. The accumulator set point pressure is 17.0 +0.5 psi. 
control circuit operates the main propellant valve. 

This 

b .  The accumulator set point temperature is 200 k5.O R. This 
control circuit turns the gas generator on or off when the 
main propellant tank valve is open. 

c. The tube wall set point temperature is 400 +120 R. This 
control circuit operates only when the main propellant valve 
is closed and is designed to keep the tube hot during the 
coast mode. 

Main propellant valve delay is 0.020 second. 

Accumulator volume is 250 cu in. 

Thrustor duty cycle delay, frequency, and duration is 0.60 second, 
1 cps, and 100 percent, respectively. 

Thermal resistance within the heat exchanger and the tube wall 
heat capacity as shown in Table 3. 

These values were arbitrarily selected but are typical of the present 

conditioning system. 

Figures 15 through 18 show the valve, temperature, pressure, and weight 
responses for this case. The sequence of operation is approximately: 

1. Initial wall temperature is low causing the gas generator to 
turn on (Fig. 15) thus causing the wall temperature to increase, 
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2. Low accumulator pressure signals main propellant valve to open 

(Fig. 15) causing: 

a. 

b. 

Inlet pressure to heat exchanger (Fig. 17) buildup 

Flow to surge into heat exchanger (Fig. 18) 

c. Accumulator temperature to drop (Fig. 16) because of the 
low wall temperature 

3. When the accumulator pressure reaches 17.5, a signal is sent 
to the main propellant valve to close. 
causes the pressure to overshoot. 

A 20-millisecond delay 

4. Excess pressure is vented by the relief valve. 

5. The process is essentially repeated again when the thrustor 
valve opens again at 0.6 second. 

It is of interest to note that the gas generator does not turn off when 
the main propellant valve closes. Inspection of the tube wall control 
loop set point and deadband reveals that the gas generator will not close 
until a wall temperature of 520 R is reached. 

Another control loop, not previously discussed, causes the nxidizer flow 
to the gas generator to shut off (Fig. 15) when the catalyst temperature 
reaches 2000 R as shown in Fig. 16. 
and temperature perturbations as shown in Fig. 16 and 17. 

This valve cycling causes pressure 

Under normal operation with saturated vapor feed,the gas generator must 
cycle on and off because it has been sized to supply enough heat to 
vaporize liquid. However, during the start-up period the tube wall is 
absorbing enough heat to keep the gas generator on. 

Computer runs similar to those presented in the preceding paragraphs for 
saturated O2 vapor were made for (1) saturated O2 liquid, (2) saturated H2 
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vapor, and ( 3 )  saturated H2 liquid for both pulse and steady thrustor 
demand. The main differences and conclusion are: 

1. A large amount of liquid O2 surges into the heat exchanger when 
the main propellant valve is opened because the propellant valve 
must be sized for saturated O2 vapor flow which has a density 
several hundred times less than that for Saturated liquid. 
net effect of this phenomenon is to cause the main valve to cycle 
on and off, although there is a steady flow demand by the 
thrustor. 

The 

2. There is not a great difference between H2 vapor and.liquid flow 
into the heat exchanger because of the small density difference 
between H vapor and liquid. 
to advantage in the control circuit. For example, the bang-bang 
pressure controller should possibly be put on the % side and 
the variable orifice follower on the O2 side. 

This factor can probably be used 2 

3. In one case the gas generator and "82 ' gas generator rose to 
02 

only one-half of their nominal design values of 0.0020 lb/sec. 
The trouble was traced to the hot-gas dump pressure which was 
approximately twice its normal value. It was concluded that 
the hot-gas orifice has been missized. 
situation flashback to the injector face might have occurred. 

In  this particular 

PRELIMINARY EVALUATION OF BELLOWS AND 

BLADDERS FOR PRESSURE EQUALIZATION 

Because of the need to reduce or control the pressure difference between 
the inlet propellant from each accumulator, the feasibility of separating 
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the containers with a diaphragm or bellows was investigated. 
literature survey revealed that the Beech Aircraft Corporation has inves- 
tigated the use of expulsion bladders for cryogenic fluids (Ref. 7 and 8). 
Since any one of three limitations 
with LOX, low cycle life, and permeability, could have catastrophic results, 
bladders at this time were considered not feasible. 

A cursory 

listed by Beech Aircraft: incompatibility 

The feasbility of integrating a bellows O2 accumulator into the larger H2 
accumulator has passed through several concept evaluation stages: 

1. The bellows would have to be 7.5 inches long with a 6.5 inch 
ID and would have to be capable of expanding 6.6 inches and 
contracting 1.1 inches at a A 

spring constant of 2.5 lbf/in. or less would be desirable. 
frequency of 10 to 15 cps. 

2. A cursory mathematical description of the bellows dynamics action 
was programmed on the digital computer using the Midas technique, 
Ref. 9 and 10. 
necessary to give a rapid response are compatible with present-day 
manufacture. 

It appears that the mass and spring constants 

3. Correspondence and discussions with vendors. 

A local representative of the Belf ab Corporation (which has considerable 
experience in designing bellows-type expulsion bladders) was given the pre- 
liminary sizing requirements and reported that a bellows with the following 
parameters could be built: 

OD = 9 inches; ID = 7.2 inches; spring constant (IC) = 5 lbf/in.. 

Free length w 6 inches; A L  Maximum contraction = 4.17 inches; 

A L  maximum extension = 9.25 inches 

A P  

219 cu in. 

= 3 psi; area mean effective = 51.5 sq in.; A V  displaced = 
max 

A v  = 215 cu in.; 347 stainless steel, cycle life 30,000; 
3.25 pounds; 200 R 

comp 
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Generally it was concluded that cycle-life failure would be the chief 

shortcoming although the 30,000 cycle life reported by Belfab is much 
greater than that which might be expected from past experience (Ref. 11 

and 12). 
mathematical model should be improved to represent reality and a detailed 
application study should be made. 

However, the cycle life is sufficiently long so that the 

CON'IROL SYSTEM CONCEPTS FOR TBE CONDITIONER 

Several different schemes and initial evaluations other than the bellows 
arrangement are presented below. 
evaluating the use and placement of a pressure regulation and equalization 
system t o  equalize the pressures delivered from each accumulator. 
basic components common to each scheme includes a heat exchanger, hot-gas 
generator, an accumulator, and the main valve for the thrustor. 

Most of the effort has been spent in 

The 

Bressure Control 

Method A :  No Pressure Eaualizing System. This represents the initial 
control scheme proposed. The system concept was based on dividing the 
conditioner system into individual components and maximizing the performance 
of each component. A schematic of the system is shown in Fig. 19. The 
principal control loops are as follows: 

1. Hot-tube temperature control in the heat exchanger--!Chis loop 
controls both the hydrogen and oxygen flow to the gas generator 
during the coast modes of the vehicle. 
to circumvent the relatively long time (- 2 to 5 seconds) needed 
to heat the tubes to steady-state conditions. 
capability of the reference temperature is included to allow for 
variations in the quality of the propellants delivered from the 
main taxrks. The reference point is determined prior to closing 
the main thrustor valve and is maintained through the coast period. 

The tubes are kept hot 

An automatic reset 

28 



2. 

3. 

Accumulator temperature control--When the hot-tube temperature 
control is nullified (during thrustor operation) the accumulator 
temperature controls the flow of hydrogen and oxygen to the gas 
generator. 

Accumulator pressure control--The accumulator pressure control 
causes the tank valve to open at a specified low pressure and 
close at the nominal accumulator pressure. 
pressure exceeds the nominal value, the pressure relief valve 
will open to relieve the overpressure. 

If the accumulator 

Evaluation. Four valves and three principal control loops are used. 
A conceivable problem exists in the pressure controlling device for the 
accumulator. An oscillation could be established between the pressure relief 
valve and the tank valve although, if significant, an increase in accumulator 
volume will eliminate the oscillation. This oscillation could develop during 
the conditioning cycle, since pressure perturbations caused by liquid slugging 
in the heat exchanger may be present. In addition, the pressure in the fuel 
accumulator is not necessarily equivalent to the oxidizer accumulator pres- 
sure. 
propellant tank valve. 
considerably became of all-liquid to all-gas transitions as well as possible 
helium content in the propellant. Consequently, the flowrate of propellant 
delivered to the heat exchanger could vary over a large range for a fixed 
valve orifice area. 

Another problem is in sizing an effective orifice for the gaseous 
The specific volume of the propeilant can very 

Method B: 
that would be incurred with Method A is to use a pressure regulator in place 

Pressure Regulator. A possible way to circumvent the problems 

of the main valve. 

I - - - - - - - -  7 
I 

n From 
Vehicle 
Tank ii- 

To 
Main 
Valve 

Hot 
Overboard Gas 
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The regulator would take its reference point from the accumulator which 
contains propellant entirely in a gaseous state. 
relief valve would be eliminated for control purposes, although a relief 
valve could be employed as a safety device. 
tively sized such that the regulator does not have to function for every 
short (- 50 millisecond) pulse of the thrustor. The fuel-side regulator 
deadband would be matched with the oxidizer regulator such that the pres- 
sure differential between the accumulators would at no time exceed a set 
value. At this time 1 psi appears to be a reasonable deadband. 

The need for a pressure 

The accumulator is conserva- 

Evaluation. A difficulty could arise in this scheme during the coast 
Even though the regulator is closed and the accumulator topped off, mode. 

the gas remaining in the heat exchanger is continuously being heated by 
the hot tubes. The gas will affect the accumulator state by a diffusion 
process due to a temperature gradient and/or pressure flow. An estimate 
will be made of the gas temperature and pressure increase in the accumulator. 
The accumulator sizing is again important since the larger the reservoir, 
the less the effect of the heat exchanger during the coast mode. An attenua- 
ting effect evolves from keeping the heat exchanger tubes and the gas gener- 
ator at an elevated temperature. This requires an intermittent flow of 
conditioned propellant from the accumulator even during the coast mode. 

Another possible problem arises from the two-phase flow conditions in the 
heat exchanger which can lead to pressure drop and flowrate fluctuations 
through the heat exchanger. 
damp the pressure fluctuations that might be encountered. 

The accumulator will be sized to successfully 

The accumulators need to be sufficiently large to provide time for the 
regulator to respond from a fully closed (locked up) position to an open 
position. This problem might be eliminated by not having the regulators 
lock up. During the coast mode, the conditioned propellant would flow 



back toward the main vehicle tanks. However, the line volume between 
the main tanks and the regulators should be large enough to account for  

the increased propellant temperature from the heat exchanger. 

Method C: Pressure Regulator Between the Heat Exchanger and Accumulator. 

Tank Valve 
From To 

Tank Valve 
Veh i c 1 e. p Main 

Overboard Gas 

If the pressure regulator never locks up the response of the system is 
increased and the need for an accumulator might be eliminated. 
however, a small accumulator will be necessary. 
stream of the heat exchanger might require either a tank valve or a check 
valve to prevent back flow from the heat exchanger during the coast mode. 

If the tank valve is necessary, a danger exists in 
gas in the heat exchanger during the c o a s t  mode. 
be placed on the accumulator during the coast period (to maintain heat 
exchanger tube temperature), thus attenuating the overpressure condition. 

In practice, 
Placing the regulator down- 

overpressurizing the 
However, a demand will 

Method D: Pressure Regulator Plus Follower. 

1 W Pixc hange r 

Heat Main 
Exchanger Valve 



Instead of wing a pressure regulator for each side, a follower valve 
can be placed on one side. This would tend to equalize the pressures 

to a greater extent, since the possible error in a two regulator system 
would be the sum of the tolerances. In addition, the weight of the 
systemwould be decreased since the follower is not as elaborate a 

device as a regulator. The position of the follower in the system 
is a function of the same criteria that applies to the regulators. 

Tewerature Control 

In addition to a pressure control system, a temperature control is needed, 
Three distinct phases can be investigated while determining what type of 
temperature control system to use. 
sensor to use, (2) where to place it, and (3)  what should it control. 

They are: (1)what type of temperature 

c 

The temperature sensing devices should give a relatively large current or 
electromotivefome (emf) delta output for a small change in temperature in 
the cryogenic range. A device that appears to meet these qualification ie 
a thermister. 
thruetor valve since an erroneous temperature would be after the fact. The 
aensor, however, should probably not be placed either in or immediately 
downstream of the heat exchanger due to the possibility of local temper- 
ature and pressure fluctuations which may drive the control system unstable. 

The placement of the sensor should be upstream of the main 

The temperature control will open or close the gas generator valves that 
provide the hot fluid. 
accumulator other than radiation losses. 
loop will sense a slug of overheated gas entering the accumulator and shut 
off the gas generator valves fast enough for the accumulator volume to 
assimilate the alug without exceeding the mean temperature deadband. 

No provision i a  made for cooling the gas in the 
It is expected that the control 

The 
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ideal situation is to use a bipropellant valve for the gas generator so 

that both propellants enter the mixing volume simultaneously. 
volumes will be sized such that the gas generator will not go oxidizer- 

rich during either the start or stop transients. 
will not use a bipropellant valve since one is not readily available. 
Instead, two relatively fast responee (- 50 milliseconds) valves will be 
matched and the electrical signal given at the same time. 

The 

The experimental program 



mTTlTRE EFFORTS 

The thrustor effort (Tasks I11 and V) will be directed towards accomplish- 
ing the experimental program. This includes effort to more completely 
define catalyst bed design criteria and to determine combustion volume 
requirements for downstream oxidizer injection. 
ments a design configuration will be selected for the remainder of the 
program based on the confirmed catalyst bed design criteria and downstream 
combustion volume requirements determined experimentally. 
chamber will be used to determine heat fluxes and heat transfer coefficient 
by the transient temperature technique. 
mode characterization task will be initiated at the close of the reporting 
period. 

Following these experi- 

A calorimeter 

The altitude performance and pulse- 

The conditioner efforts (Tasks IV and VI) will initially concentrate on 
the fabrication of the necessary hardware components and the buildup of a 
test stand. This is to be followed by component testing on the gas gener- 
ators, the heat exchangers, and the accumulators. Following this effort 
will be the experimental mating of the components and the imposition of 
the requisite control systems. The successful completion of this effort 
will enable integrated system testing in the following report period. 
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NOMENCLATURE 

area, constant 

constant 

constant 

diameter, constant 

thrust 

superficial  mass flux 

spring constant 

length 

mass 

pressure 

gas constant 

temperature 

overall heat transfer coef f ic ient  

vo 1 m e  

weight 

fraction reacted 

heat exchanger 

molecular weight 

mixture ra t io  

gravitational constant 

heat transfer coef f ic ient  

heat capacity ra t io  

heat rate 

weight 



SUBSCRIPTS AND S"EZWlUPTS 

P 
cat 
T 

ge 

acc 
f 

0 

m X  

COmP 

88 

C 

lm 

8 
1 
W 

in 
nom 

F.F. 

time derivative 

pellet 

catalyst bed 
thrus tor 

gas generator 

accumulator 

final 

initial, superficial 
maximum 

compressed 
steady state 

chamber 
log mean 

gas 
liquid 
wall 
inlet 

nominal 
full flow 

GREEK mMB0LS 

A = delta 
p = density 

e = time 
€ = porosity 

c, = viscosity 
a = fraction reacted 
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OTHER SYMBOLS 

I 

O 2  

HZ 
> 

cv 

d/de 

C 
P 

In 

emf 

oxygen 

hydrogen 

greater than 

approximately 

time derivative 

heat capacity 

natural log  

electromotive force 
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TABLE 1 

THRUSTOR COMPUTER PROGRAM PLAN 

Task No. 

I. Investigation of thrustor pneumatic and thermal responses for: 
1. Full flow 
2. Downstream injection 

11. Investigation o f  startup and shutdown transients 
1. Define transient mixture ratio variations 
2, Investigate remedies by: 

a. Valve sequencing 

b. Fixing the ratio of preinjector volumes 

I11 Pulse+node analysis 
1. Experimental thrustor 
2. Best engine geometry 

IV. Investigation of the effect of accumulator parameters on 
thrustor performance 
1. Variation of inlet pressure from nominal 
2. Temperature deadband 

3. 
4. Nominal inlet pressures 
5 .  Full flow vs DSI 

Injector face and catalyst bed pressure drop 
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TABU 5 

GAS GENERATOR PARAMGTERS 

Parameter 
Diameter, inches 

Weight Flowrate, lb/sec 
Oxggen 
Hydrogen 

Super f ic ia l  Mass Velocity, lb/sec-sq in .  

Velocity,  f t /sec (Mixer) 

Pressure Drop, psi  
Valve 
In j ec to r  Face 
Mixer Sec ti on 
Catalyst  Bed 

Areas, sq in.* 
I n j e c t o r  Face 

Hydrogen 
oxygen 

Throat (Mixture Rat io  = 1 . O )  

Hydrogen Gat3 
Generator 

1.0 

0.00229 
0.00229 

0.00584 

36.8 

0.5 
2 95 
0.5" 
3.5 

0.02494 
0.00626 

0.10335 

Oxygen Gas 
Generator 

0.625 

0.0008 
0.0008 

0.00521 

33.0 

0.5 
2 - 5  
0.5* 
3.5 

0.00871 
0.00219 

0.03611 

*1/2 inch of 1/8-inch beads 

"(+, A where (+, = 0.73 
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TABLE: 6 

EEAT EXCHANGER DATA 

Parameter 

Cold Side Length, inches 

Liquid Phase 

For Case I in Tables 2, 3, and 4 

Hydrogen Oxygen 
Heat Exchanger Heat Exchanger 

34 101.5 
Gas Phase I 36 

I Heat Transfer Coefficient, 
Biu/hr-f t2-F 

Cold Side 

Liquid Phase 

Gas Phase 

Hot Side 

3.5 

39 *2 
275 

18.1 

72 -7 

71.4 1 59.2 
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APPENDIX A 

Initial thrustor computer studies (Fig. 2, Ref. 1) have shown that the 
catalyst bed pressure drop is a very important engine parameter. This 
results primarily because of the small pressure head available through- 
out the system and the need to minimize pressure losses. Thus it was 
considered desirable to check the approximation by which pressure drop 
is treated in the thrustor model and to reconsider more theoretical 
approaches such as the &gun equation*: 

Dp €3  150 (1  - c ) +  1.,5 
2 1 7 =  D Go 

L Go P 

where 

6 = fraction voild volume* 

I 

T, MW, and u. = function of the fraction reacted 

CZ (fraction reacted) = A TA” [B (X - C)] + D where A, B,  C, D, 
are selected t o  approach experimental data 

It has unfortunately been found that the pressure drop from the Ergun 
equation is extremely sensitive to e. However, it has been found that 
the first term (righthand side, laminar frictional) is 5 to 25 percent 
of the pressure drop, and if neglected, the equation can be reduced to 
an orifice type. 

*R-6342-1, Evaluation and Demonstration of the use of Cryogenic Propellants 
(02-H2) for Reaction Control Systems, Rocketdyne, a Division of North 
American Aviation, Inc.,  Canoga Park, California, 13 October 1965 

Operation, John Wiley and Sons, New York, 1950, 215 
MA good description of € appears in G. G, Brown and Associates, Unit 

A-1 



where 

€ Ao = an effective area 

L/D~ = number of orifices 

€ - = specific density of orifices. 1 - c  

It was concluded that the technique of treating the catalyst bed as an 
orifice in the computer model would give reliable results. However, a 
computer program of the complete &gun equation has been written using 
the techniques of Ref. 4 and Ref. 5. 

Table A-1 is a sunrmary of calculation using the Ergun equation. 

r 

Condition 

Full Flow 
Full Flow 
Downstream 
Infection 
Downstream 
Infection 

The parametersfrom the initial flaw test with ambient hydrogen through 
1 inch of thrustor bed were measured and hand calculations were made to 
determine the value of € which gave the measured preseure drop. 
resulting value of € = 0.45 was then inserted into the computer program 

The 

k 2  

_____ 

Size of Term A P/L Temperature, Pressure, 
R pa i Laminar Orifice ps ia/in. 

200 10 0.0661 1.75 5.32 
4050 10 0.676 1.75 124.8 

2000 10 0.548 1.75 33.9 

200 10 0.108 1.75 2.81 

TABIZ A-1 

A 

SuMMAW OF PIU!SsuRE DROP C-TIONS 
FROM EI" EQUATION 

= 0.32 



and the expected pressure drop calculated for  the hot test  assuming a 

l inear  temperature gradient across the first 1/2 inch of  ca ta lys t  bed, 

Figure A-1, and A-2. 
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APPENDIX B 

FFZD PEBTUREATION HAND CALCULATIONS 

For an oxidizer-rich per turbat ion of nominal design conditions,  the f i r s t  

occurrence i s  an increase i n  0 flowrate accompanied by a decrease i n  H 

f lowrate .  

can be assumed sonic,  whence the following equation taken from Shapiro* 

appl ies :  

2 2 
To a f i r s t  approximation the flow across the i n l e t  o r i f i c e s  

k + l  - 
S 0.5283 

0 

The per turbated flowrate can be calculated from Eq. El by ra t ion ing  the 

t r a n s i e n t  t o  steady-state flow: 

'2 i n  

GO2 
G = P  
'2 nom '2 nom 

2 nom '2 i n  

G 
H2 - - 

G 
H2 nom 

The new MR i s  then obtained by dividing Eq. B-2 by Eq. B-3: 

(3-2 1 

03-91 

New c a t a l y s t  bed temperatures can then be ready from Fig. 29 of the f i r s t  

quar te r ly  r e p o r t w .  

flow is  grea te r  than f o r  downstream in j ec t ion .  

Equation B-4 shows t h a t  the change i n  MR f o r  f u l l  

"Shapiro, A.: The Dynamics and Thermodynamics of Compressible Fluid Flow, - Vol .  1, Ronald Press ,  New York, 1953. 
HR-6342-1, Evaluation and Demonstration of the Use of Cryogenic Propel- 

l a n t s  for  Reaction Control Systeme, Rocketdyne, a Division of North 
American Aviation, Inc. ,  Canoga Park, Cal i forn ia ,  13 October 1965. 
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Equation B-2 can be rearranged and solved f o r  the new Pc: 

C nom nom 

where 

3 + i j  

- - - O2 =2 - (+) nom t h roa t  0.05 0.05 

(B-5 1 

Thus i t  is possible t o  ca lcu la te  a new P and hence a AF. I t  i s  in t e r -  

ea t ing  t o  note t h a t  

t ion .  The above calculat ional  procedure is i l l u s t r a t e d  i n  Table El f o r  

the oxidizer-rich case, and the r e s u l t s  a re  summarized i n  Table E 2  along 

with other worst-case conditions. 

C 

OF i s  the same fo r  f u l l  flow o r  downstream injec-  

Pressure drop across the valve and the ca t a lys t  bed have been ignored i n  

making these calculat ions.  Other assumptions are  revers ib le ,  ad iaba t ic  

flow of an idea l  gas. 

The above procedure has been reworked assuming subsonic flow across the 

i n l e t  o r i f i ce s .  Shapiro shows, on page 109 of the previously c i t ed  

t r e a t i s e ,  t h a t  Eq. B-1 can be rewr i t ten  f o r  subsonic flow: 

03-71 

where Po and To are  propel lant  i n l e t  conditions and P i s  the chamber 

pressure.  

The new perturbated $ o r  O2 flowrates are  given by 



%.F. 

MR DSI 

TABU B-1 

EXAMPLE CALCULATION FOR WORST OXIDIZER-RICH CASE 

MR - 
9s 

MR 
221 P 

H2 

17.5 TH2 
- - - 

T 15.0 
'2 i n l e t  

= 2 .5  (1.29)  = 3.22, TC 

= 1.0  (1.29)  = 1.29, 

w 
0 

H2 

P 

P 
H2 

HZ 

- 
0 

1.29 

= 4600 R (from Fig. 29, page 117, R e f .  

TC = 2460 R 

4) 

- - (MR + 1 )  (3.22 + 1)(0.84 x 0.0143)= 1.014 
0.05 ?I2 = 0.05 

% 

ss throat 
- 

W 

C 
= 1.014 ,/- (10) = 10.8 t 

AF = - O o 8  x 100 = 8 .0  percent 10 
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This equation is then used t o  arrive a t  the perturbated MR: 

k-l/k (B-9 1 
i n  

* = *nom 
i n  i n  

and the  new ca ta lys t  bed temperatures. 

The ca lcu la t iona l  procedure is  i t e r a t i v e  as follows: 

1. Assume Pc 

2.  Calculate MR from Eq. B-9 

3. 

4. Calculate s2/Gss from Eq. B-8 

5. Calculate G/Gnomfrom Eq. €3-6 

6. Calculate Pc from Eq. B-5 

7. I t e r a t e  u n t i l  P assumed = P calculated 

Read new Tcat from Fig.  29, page 117, Ref. 9 

C Q 

The calculated r e s u l t s  f o r  the four worst-case conditions a re  presented 

i n  Table B-2; compared t o  the corresponding r e s u l t s  from sonic flow, 

surpr i s ing ly  small differences are  disclosed. 

B-5 



OWGINATIN C ACTIVIvY (Corporato author) 
Rocketdyne, a Division of North American Aviation, 
Inc . , 6633 Canoga Avenue, Canoga Park, California 

Quarterly, 1 April 1966 through 1 July 1966 
1, AuTnOR(Sj (Lael n m e .  H n f  nom., Inlf1ol) 

z a  RCPORT SCCURITV C LASSICICATION 

Unclassified 
'2 b OROUL 

I REPORT DATE 

13 July 1966 
7.. ? O T A L  NO.  OC C A O C S  7 b .  NO.  O V  RCC8 

78 & xii 12 

C 

)e. C O N T R A C T  OR G R A N T  NO. 

b. PROJCCT NO. 

d. I 
I O .  A vA ILABILITY/LIMITATION NOTICES 

S a .  ORlOINATOR'8  REPORT NUM8CWS) 

R-6342-4 

I! SUPPLLMENTARY NOTES 

)D E t .  1473 Unclassified 

$ 2  SPONSORING MILITARY ACTIVITY 

NASALewis Research Center 
Cleveland, Ohio 

Security Classification 



Unclassified 

R O L I  

Security Classification 

KEY WOllbS 
I T  

Ca ta 1 y t i c I gni ti on 
Cryogenic Attitude Control Systems 

Catalytic Thrustor Design 

Los Pressure 

INIlTRUCTIONI 
1. ORIGINATINO ACTIVITY E n t r  tho n m o  and rddrooo 
of tho contractor, rubcontroCtor, grrntoo, Doprrtnunt of D e  
fonoo rctlvlty 01 0th- orgrnlrotlon fcorporalo r u f k r )  Iraulng 
tho roport. 
2.. REPORT SECURTY CLASIIFICATION Lntor tho ovow 
r l l  oocurlty clorrlflcotlon of tho r.port, Indkr to  who th r  
"Rortrlctod Doti" Io Includo& Y ~ k l n g  Ir to bo In =cor& 
onco with opproprloto rocurlty rogulrtlonr. 
2b. GROUP Automotlc downgrrdlng Io rpoclflod In DoD Dl- 
roctlvo 5200.10 mnd Armmi Forcor Induotrld Yrnud. E n t r  
t h  group numbrr. M o o ,  w h n  oppllcrblo, rhow that optlolul 
mrrklngo hovr bron u r d  lor Group 3 rnd Oroup 4 am ruthor- 
hod. 
3. R I P O R T  TITLE: Entr tho comploto roport t l t l r  In dl 
crpl t r l  lottrr .  Tltlem In all crooo rhould bo unclrorlf1.d. 
If 0 mornlndul t l t h  cannot bo moloctod vtthout clrrrlflcB- 
tloq ohow t l t lo clrrrlflcotlon In all c rp l t r l r  In p w n t h o r l r  
Immodlrtoly following tho titlo. 
4. DUCRIPfIVL NOTE& If gproprlrto,  ontor tho typo of  
roport, o.g., Intrrlm, progromo, rummrry, annual, or IInrJ. 
Olvo t h  lnclurlvo drtoo whon r opoclflc roportlng porlod Io 
c o v r d .  
1. AWT)IDR(#> Entor tho nrmo(r) of ruthor(m) r r  rhown on 
or In tho reporb Entm trot nrmo, flrmt nrmo, mlddlo InltlrL 
If mllltrry, rhow rank end branch of orvlco,  Tho nrmo of 
tho prlnclpal duthor i u  an rbroluto mlnlmum roqulr.mrnL 
6. REPORT DATE E n t r  tho drto ol tho roport r r  dry, 
month, yorr; or month, yorn If mor0 than ono drto g p o r r r  
on tho roport, uno drto of publlcrtlon. 
f a .  TOTAL NUMBER OF PAOICI: Tho total prgo count 
ohould follow normal prglnrtlon procoduroo, Le., ontor tho 
numbr of prgor contrhlng lnformrtlon 
7b0 NUMBER OF REFERENCLa E n t r  tho total numbr of 
ro f roncor  cltod In tho roport. 
I a .  CONTRACT OR ORANT NUMBER: If gproprlrto, ontm 
tho rppllcrblo numbor o f  tho contrrot or grant u n d r  whlch 
tho report war wltton 
I b ,  IC, L Id PROJECT WUMBER: Entor tho rpproprloto 
mllltrry deputmont Idmtlflcrtlon, ruch a) proJoct numbr, 
rubproJoct nulobor, oyrtom numbrr ,  tank numbor, ote  
OI. OR101NATOR'I REPORT NVMBER(#)I E n t r  tho olfl- 
olrl roport numbor by whkh tho doeummt wlll bo Idontlllod 
rnd controllod by t he  orlglnrtlng actlvlty. t h l o  numbor murt 
bo unlquo to thlr report. 
Ob. OTHER REPORT NUMBER(I): If tho ?.port her  boon 
roolgnod m y  othor roport numbro (rlfhor b y  fho  orl/lnator 
or b y  !ho aponror), olro ontor t h h  numbor(o), 
10. AVAILABILXTY/LIMITA'FION NOTICEI Entor m y  llm 
krtlono on lwthor dtrromlnrtlon of tho roport, othor than thooa 

Imporod by oocurlty clrooIflcrtlon, uolng otrndrrd riatomonto 
ouch or: 

(1) "QurIIflod r o q w r t r o  m y  obtrln coplom of t h l r  
roport from DDC" 

(2) "Forolpl rnnouncmont ond d l r m 8 ~ l n r t l o n  o f  tNr 
report by DDC Io not ruthorlro6 

(3) "U. 1. Qovommont qonelom mo obtrln cop100 of 
thla m o r t  dlrectly from DDC. 8th-  qudlflod DDC 
uoorr r h d l  rrquoot through 

(4) "u. #. mllltory rgoncloo may obtrln coplrm of thl r  
wort dlroctly from DDC O t h r  quol l f ld  uroro 
rhr l l  roquort through 

, I  

(I) "All dlrtrlbutlon ol thlo roport Ir cantroll.6 Qual- 
I f k d  DDC UDUO shall ropuiot through 

8 8  

If tho roport h r r  boon funlohod to tho Offlco of Tochnlcol 
Imlcor, Doputmrnt of Cornmrco, for orlo to tho publlc, Indl- 
cot. tNr f r t  and o n t r  tho prlco, If known 
1L IUPbLIWINTARY NOTE#: Woo for rddltlond oxp1.n~- 
tory notoe. 
12. WONBORINO MILITARY ACTIVITY Entor tho rum. of 
tho doprrtmontrl prejoct ofllco or laboratory rponoorlng ( p a p  
IrU for) tho rororrch rnd dovdopmat.  Includo rddrora. 
13, AUTRACT: Entor an r b r t n c t  glvlng 0 brlof and locturl 
rummry of tho documont lndlcrtlvo of tho roport. ovon though 
It may rlro rpporr 01rOwhon In tho body of tho tochnlcrl  ro- 
port. If oddltlonrl r p r c r  Ir nquirrd,  r contlnurtlon mhort mho11 
bo r t t rchrd.  

It 10 hl hly doolnblo that tho rbrt?BCt of cloor1f1od nportr 
bo unc1rrrl)llod. t a c h  pangraph of tho rbotrrct ohrll ond wlth 

lndlcrtlon ol tho mllltrry oocurlty clroolflcrtlon of tho In- 
fomotion In tho powgraph, npmmontod a0 (IS). fS), IC), or  IU). 

T h o n  Io no llmltrtlon on tho longth of tho rbotrrct. How. 
ovor, tho ouggortod lrngth Ir from 150 to 225 wodm. 

14. KEY WORD#: Koy wordo o n  tochnlcrlly moonlnglul tonnr 
or rhort p h n r r r  t h t  ch r roc to r i .~  I roport ond moy bo u r d  om 
Indox onMor for crtrloglng tho nport .  Koy word. murt bo 
ooloctod 0 0  thot no rocurlty clroolfkotlon Io n q u l n d .  Idontl- 
floro, ruch or oqulpmont modo1 d o o l ~ o t l o n ,  tndo nrmo, mll l t ry  
projrct cod. nrmo, 
wordr but wlll bo forowod by M Indlcotlon of tochnlcrl con- 
toxt. Tko rool#nmont O l  llnkm, rulor, rnd wolghto 10 optlonrl. 

ogrrphlc locrtlon, moy bo urrd r r  boy 

I 
u-1 . .  f 1 od 

S.curIty Clrrrlflcrtlon 


